SecurityMan, Inc.

BoxCam-I|

Auto Iris Color CCD Camera Kit with Night Vision

Features:

- Crystal clear indoor color camera with 1/3“ SONY CCD
sensor(better than ¥2” and CMOS sensor)

- 4mm auto iris lens provides clear picture quality when the
camera is shooting towards window or door areas where

light often changes

- Built-in 18 infrared leds for night vision(B/W)
- Convenient all-in-one D.L.Y. (do-it-yourself) kit

- Up to 40ft

Key Specifications:

Image Pick-up Device
Effective Picture
Elements

Horizontal Resolution
Minimum lllumination
S/N Ratio

Auto Electronic Shutter

Back Light Compensa-
tion

Gain Control

White Balance
Gamma Correction

SONY 1/3*“ Color CCD

NTSC: 512*492, PAL: 512*582
(option)

420 horizontal TV lines

0 Lux with IR on (night time); 0.8Lux
with IR off

More than 48 dB
NTSC:1/50s~1/100,000s,
PAL:1/60s~1/110,000s
Automatically

Automatically

Auto tracking (2500K~9500K)
R>0.45

Color Camera
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Do It Yourself

Package Includes:
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- SM-308 box camera day/night with 4mm auto iris lens
- Wall-mount metal bracket
- 12v DC power adapter (UL)

- 60ft cable

Lens Furnished
Viewing Angle
Synchronous System
Video Output

Power Supply
Operating Temp.
IRLED

IR Night Vision Range
Camera Dimensions
Weight (Net/Gross)

And/ Or

4mm auto iris lens /CS F1.4
(detachable)

65°

Internal

1 Vp-p Composite Video / 75 Ohms.
12V DC / 300 mA (AC 110v~220v), UL
-20°C to 50°C ( -4°F to 122°F)

18 Units of 850nm IR LED

40ft

120(L)X55(w)X48(H) mm (4.7” x 2.2” x
1.97)

394g (camera itself with lens)/2.75lbs

Output to TV or Recorder

Installation
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