
Features:
•	 6 super-infrared LEDs enable camera to see in total darkness
• 1/4" Color CMOS Camera
•	 1.5 lux/F 1.2 usable illumination
•	 Includes 60" cable and AC adapters
•	 NTSC standard Image Capture System
•	 Easy connect to any TV or VCR with A/V RCA input connector
•	 3.6mm wide-angle Lens
•	 380 TV lines of resolution

D.I.Y (Do-It-Yourself) package (Blister) includes:
- One KO-D565GT Camera
- One 60ft Cable
- One Power Adapter

Tel: 888-977-3777  
E-mail: info@teklinkusa.com
http://www.teklinkusa.com
http://www.securitymaninc.com

1/4” CMOS Color 
Hidden IR Camera (KO-D565GT)

Specifications:
CCD Image Sensor 	 1/4“ Interline CMOS
Number of Effective Pixels	 NTSC: 250K
Synchronization 	 INTERNAL
Resolution (TV Lines) 	 380 TV lines
S/N Ratio 	 More than 46dB AGC:+18dB
Minimum Illumination 	 1.5 Lux at F1.2 
Shutter Speed	 1/50-1/63000 sec
Horizontal Sync Frequency	  NTSC 15.734kHz
Video Output 	 1Vp-p,75ohm Composite
Audio Output 	 Frequency 20-16000Hz
	 	 S/N ratio more than  58dB
Built-in Lens 	 3.6mm/F2.0
Lens Angle 	 3.6mm/70 Degree
Power Source 	 DC 9-12V (standard)
Power Current 	 35mA (max)
Dimension	 2.8"x2.3"x2.46"
Weight 	 90g
Infrared Illuminator 	 6 LED

SecurityMan®

Tilt Adjustable Base

Night Vision LED

Camera Lens

Audio

Adjustable Base

AC Adapter

Outlet

Monitor or TV

Camera

Red Plug
to Power

Yellow Plug
to Video In

White Plug
Audio In

NIGHT VISION
INDOOR COLOR CAMERA with AUDIO


