
Camera
(Transmitter)

CA-2000RF (Transmitter)

CA-2000RF(Transmitter)

Features:

1. 2.4GHz wireless color camera for DQP-W1A3 

	 and DQP-W2A2 products.

2. Selectable 4 channels.

3. Microphone built-in.

4. Up to 100 feet in house and 300 feet clear line of sight.

5. Includes a desktop stand.

6. Holes built-in for wall-mount bracket.

2.4GHz Wireless Color Camera

Image Pick-Up Device 

Resolution 

Operating Frequency 

RF Channel 

RF Range

Audio Input

Iris Control

Illumination Range

S/N Ratio

F No

Focus Area

Angel of view

Power DC +7.5V

Operating Temperature 

Storage Temperature 

Weight 

Dimension (HxWxD)

1/3" CMOS color sensor

NTSC: 250K pixels

PAL: 290K pixels

2.4 GHz

4 (2414 MHz, 2432 MHz, 2450 MHz, 2468 MHz)

Up to 300 feet (Clear line of sight)

Microphone built-in

Electronic

10 Lux minimum

42 dB

2.0

20 mm - infinity

50 degrees

DC +7.5V

0˚C to 50˚C degrees (Non-Condensing)

-10˚C to 60˚C degrees (Non-Condensing)

5.63oz / 160g

 7.2 cm x 5.6 cm x 7.2 cm / 2.18" x 2.18" x 2.81"


