
MONITORS

CRT
1 Channel (BNC interface) input/output.
1 Channel RCA input/output   
Menu (Contrast, Bright, Color, Tint, Sharp, B.B ) 
Volume, Data and Power switch.
Control Range of Main Section 100V ~  230VAC 
Indicated on the back of the Monitor.
Max: 60W
Max: NTSC 450 lines / PAL 520 lines
Worldwide  Multiple  System (NTSC, PAL)
15.625 KHz +/- 500 Hz
50 Hz/60Hz +/- 3 Hz
Max: 1.0W
0˚C ~ 40˚C
10 ~ 90% 
12Kg
14.5" x 13.5" 15.4" (367mm x 342mm x 392mm)

CRT 14"
Video Input /Output
Audio Input /Output   
Control Front 

Power Source

Power Consumption
Resolution
Video System
Horizontal Stabilization
Vertical Stabilization
Audio Frequency
Operating Temperature
Operating Humidity
Weight
Dimensions (WxHxD)

SM-140SD

SM-14OSD
14" CCTV Digital Color Monitor (CRT)
SM-

Features
• 14" High Quality Pictures
• High Resolution NTSC 450 lines / PAL 520 lines
• 1 Channel Video Input/Output
• 1 Channel Audio Input/Output
• Worldwide Multiple System (NTSC/PAL)
• On screen digital (OSD) control buttons

ONE YEAR
WARRANTY


