SecurityMan, Inc.

SM-306

SecurityMan®

&

Outdoor/Indoor Wired [(g¢]X¢ ;i CCD Camera Kit
with Night Vision

Specifications:

Pick up device
Number of pixels
System of signal
Horizontal resolution
Minimum illumination
Night vision

Lens

View angle

Backlight compensation
Electronic shutter
White balance

S.N ratio

Gamma correction
Operation temperature
Storage Temperature
Sync system

Video output

Power consumption
Power Requirements
Dimension
Weight(lb)
Weatherproof

S

1/3" Sharp CCD image sensor
512(H) X 492(V)

NTSC

420TV Line

OLux (IR open) 0.5 Lux (IR off)
up fto 50ft(26 IR LEDs)
3.6mm/F2.0

64 degree

AUTO

1/60-1/100000sec

Auto

> 48dB(AGC OFF)

>0.45

4°F~122°F

-4°F~140°F

internal

<1.0Vp-p/75Q
<220mA(IR ON)

12VDC 300mA

2.5"X3.5"

4.26lbs(whole package)
IP&7
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TV/ Monitor Wall or Ceiling Mount Bracket

T
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/I
4
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Recorder Power Cable 35"

Night Vision LED

Features:

e Convenient D.LY (do-it-yourself) camera kit including
cameraq, bracket, VP cable and power adapter.

¢ 1/3" CCD image sensor for high quality color pictures.
(better than 1/4" CCD and CMOS sensor)

e Weatherproof camera, applicable for outdoor
and indoor, wallmount or ceiling mount.

e Low lux camera for better view in darker environment.

 Night vision (B/W) capability up to 50ft when infrared LEDs
turned on during complete darkness

Package Contents:

¢ One SM-306 Camera with bracket
¢ 100 ft VP cable

e 12V DC Power adapter
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